PRODUCT DATA SHEET
CEM | 42.5N SR3 LH

SULFATE RESISTANT AT LOW
HYDRATION HEAT

Gray cement with high resistance to
aggressive environments and low heat of
hydration (LH - LowHeat), for all your work
with high sulphatic environment, It is also
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CEM 142.5N SR3 LH :
Compliant with Algerian Standard
(NA442-2013).

o APPLICATION AREAS

A cement for all your construction work requiring high resistance to aggressive envi-
ronments and working at the sea, it is used throughout the year, in which is recom-
mended for the following uses:

®» Concrete reinforced in aggressive environments : seawater, selenitic, pure or
industrial.

®» Massive civil engineering structure (bridges, dams, retaining walls...).
® Highway concrete: extruded concrete for safety slides, wedges.

» Sewage treatment plant concrete.

» Salt-impregnated soils concrete.

o RECOMMENDED APPLICATIONS

» Sewage treatments plant and lagoons.
» Marine environment.

®» Agricultural structures.

®» Concrete Work of solid foundations.

®» Work with high concentrations of chlorides
and sulphides environment.

afao Product designed and manufacturedunder a
quality system certified by AFAQ-AFNOR. i
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e RECOMMENDED FORMULATION
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Concrete dosage 50k X1 & + x78 + X588 + Xa¥% + 25 L
-t
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Mortar for bricklaying 50k X1 ﬁ e X6 ﬁ + X9 ﬁ + L
Finishing mortar 50k X1 ﬁ + X9 ﬁ & X6 ﬁ + 35 L

@ TECHNICAL CARACTERISTICS

Note : one Drum =10 liters

i 0
Chemical analyzes (gl Compressive strength Value

Loss on ignition <3
Sulphate content (SO3) 2928 EIRy RV L
Magnesium Oxide content (MgO) <3.5 ERESR 54

Insoluble residue <0.75 )
Potential composition of Clinker

C3S 60

C3A <3

C4AF + 2 C3A <20

Normal consistency (%) 26.5

Hot expansion (mm) <1
Setting time (min)
Setting start 180

Setting end 320

o SAFETY INSTRUCTIONS

SAFETY INSTRUCTIONS:

Wear the appropriate equipment on your construction sites:

LQAC

Helmet Glasses Gloves Knee pads Shoes Clothes
of security
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