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Portland cement, for high performance
concretes with rapid short-term resist-
ance, intended for areas where removel of
formwork deadlines are short, it is particu-
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larly recommended for concreting in cold R5ZSSCRIIIAX KKK
weather. BcivenT | iouly

PORTLAND |2i1li)g)

CEM | 42.5R:
Compliant  with  Algerian  Standard
(NA442-2013).

e APPLICATION AREAS

A cement for all your high strength construction works at a young age, It is also recom-
mended for the following uses:

®» Concrete products which require rapid hardening.

®» Concreting in sliding formwork, especially in wintertime.

®» Concrete resistant to frost in the presence of de-icing salts.
®» Bridge decks.

® Pumped concrete.

®» Sprayed concrete.

o RECOMMENDED APPLICATIONS

» Reinforced concrete with high resistance.

» Self-consolidating concrete.

and specifications. CE marking is a legal requirement for

c € A product in accordance with European Union standards
certain products on the EU market.

Qualité

afao Product designed and manufacturedunder a
quality system certified by AFAQ-AFNOR. e




e RECOMMENDED FORMULATION
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Concrete dosage 50k X1 & + x78 + X588 + Xa¥% + 25 L
-t
Cement @ S[?or:gctor O/1Tmm = Sand [dgxlanm m ‘,\’[Iiatll"::z]rl %
Mortar for bricklaying 50k X1 ﬁ e X6 ﬁ + X9 ﬁ + 35L
Finishing mortar 50k X1 ﬁ + X9 ﬁ & X6 ﬁ + 35 L

Note : one Drum =10 liters

@ TECHNICAL CARACTERISTICS

i 0
Chemical analyzes (%) Compressive strength Value

Loss on ignition 26 — 37
Sulphate content (S03) 22_28 SIS YRR 20 - 29
Magnesium Oxide content (MgO) 1.7 -2.8 28 days (MPa) 42.5 - 52.5

Potential composition of Clinker
: Value
(According to Bogue) (%)

C3S 56 — 66

cas 51-7.2

Normal consistency (%) 25.8 - 26.4

Hot expansion (mm) 0.25-1.0
Setting time (min)

Setting start 150 — 190

Setting end 220 - 250

o SAFETY INSTRUCTIONS

SAFETY INSTRUCTIONS:

Wear the appropriate equipment on your construction sites:

DE00600

Helmet Glasses Gloves Knee pads Shoes Clothes
of security
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